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dual filter multibasket oW
150 mm (6”)

the dual filter multibasket design compliments the existing oW range by offering a high level of filtration within a small, compact 

physical size where space, weight and high free filtration area are key to the operator.

the filter is of cast construction and is supplied with four quality stainless steel cylindrical baskets which are fitted into the filter in a 2 

(left) + 2 (right) arrangement. Just as the standard dual filter range, the construction lends itself to non-interrupted liquid flow during 

basket removal for cleaning.

Mai n Featu r e s
•	 High quality stainless steel baskets with large filtration areas 

resulting in low pressure drops

•	 Compact design for space saving

•	 Working pressures up to 22 bar

•	 quick release filter covers and knobs for easy basket removal

•	 Simple changeover for uninterrupted operation

OptiOn s
•	 range of extras allowing filter to be customised

•	 available in cast iron, cast steel, gunmetal (bronze) or stainless 
steel as standard

•	 differential pressure indicators are available

•	 equilisation pressure line as standard
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equ ivale nt Mate r ial s peCi FiCatiOn s

Please Note

1 these specifications refer to standard products. other materials for body (e.g, monel, hastelloy) and seals (e.g. nitrile, ep, ptfe) are available, please ask. 

2   Working pressure is stated at 50°C. to verify suitability of this equipment above this temperature or below 0°C, please contact us for more information.

3   Whilst alternative seal materials e.g. nitrile, ep, ptfe are available and can be used to offer a wide range of chemical compatibility and working temperatures up to 260°C,  
 it is recommended that such applications are again discussed with us.

Viton is a registered trademark of dupont performance elastomers.

Cast i rOn Cast ste e l g u n M etal (B rOn z e) stai n le ss ste e l 

e u rOpean stan dar d B s e n1561/ e n-J l 1030 B s e n10213-2/1.0625 B s 1400 g r d lg4C B s 1504 316 C16

aM e r iCan stan dar d astM a48/76 Class 35 astM a216 g rad e WCB – astM a351 CF8M

s peCi FiCatiOn s

OW/O OW/WB OW/ s OW/ s /WB

B o Dy & C oVE r MAtE r IAL Cast i rOn  
e n1561/ e n-J l 1030

Cast i rOn  
e n1561/ e n-J l 1030

Cast ste e l 
e n10213-2/1.0625

Cast ste e l 
e n10213-2/1.0625

S LE EVE – g u n M etal (B rOn z e)
B s1400 g rad e lg4C – g u n M etal (B rOn z e) 

B s1400 g rad e lg4C

C HAN G E oVE r C o C KS sg i rOn 
e n1563 e n-J s1020

g u n M etal (B rOn z e)
B s1400 g rad e lg4C

sg i rOn 
e n1563 e n-J s1020

g u n M etal (B rOn z e) 
B s1400 g rad e lg4C

I NtE r NAL MAC H I N E pArt M i ld ste e l 
B s970 220 M07

stai n le ss ste e l 
B s970 303 s31

M i ld ste e l 
B s970 220 M07

stai n le ss ste e l 
B s970 303 s31

BAS K EtS stai n le ss ste e l B s1449 316

D rAI N p LU G S B rass B rass stai n le ss ste e l B rass

VE Nt ste e l B rass ste e l B rass

S EALS vitOn® (-20°C tO +200°C)

MAx I M U M wo r K I N G p r E S S U r E 17 Bar at 50°C 22 Bar at 50°C

MAx I M U M wo r K I N G tE M p E rAtU r E
260°C 150°C 260°C 150°C

all Maxi M u M WOr Ki ng te M pe ratu r e s r e Mai n d e pe n dant On s eal s e leCtiOn

B o Dy C o Lo U r r e d B lu e s i lve r s i lve r

OW/C OW/g M OW/ ss OW/ s & ss  
a300 s e r i e s

B o Dy & C oVE r MAtE r IAL Cast i rOn 
e n1561/ e n-J l 1030

g u n M etal (B rOn z e) 
B s1400 g rad e lg4C

stai n le ss ste e l 
B s1504 g rad e 316 C16

Cast ste e l 
e n10213-2/0.625 (s)

stai n le ss ste e l 
B s1504 g rad e 316 C16 (ss)

S LE EVE –

C HAN G E oVE r C o C KS stai n le ss ste e l 
B s1504 g rad e 316 C16

g u n M etal (B rOn z e) 
B s1400 g rad e lg4C

stai n le ss ste e l 
B s1504 g rad e 316 C16

sg i rOn 
e n1563 e n-J s1020 (s)

stai n le ss ste e l 
B s1504 g rad e 316 C16 (ss)

I NtE r NAL MAC H I N E pArt stai n le ss ste e l 
B s970 303 s31

pHOs pHOr B rOn z e 
B s1400 g rad e pB i

stai n le ss ste e l 
B s970 303 s31

M i ld ste e l 
B s970 220 M07 (s)

stai n le ss ste e l 
B s970 303 s31 (ss)

BAS K EtS stai n le ss ste e l B s1449 316

D rAI N p LU G S stai n le ss ste e l pHOs pHOr B rOn z e stai n le ss ste e l stai n le ss ste e l

VE Nt ste e l B rass B rass stai n le ss ste e l

S EALS vitOn® (-20°C tO +200°C)

MAx I M U M wo r K I N G p r E S S U r E 17 Bar at 50°C 17 Bar at 50°C *) 22 Bar at 50°C 50 Bar at 50°C (s) 
48 Bar at 50°C (ss)

MAx I M U M wo r K I N G tE M p E rAtU r E
50°C 260°C 260°C 260°C

all Maxi M u M WOr Ki ng te M pe ratu r e s r e Mai n d e pe n dant On s eal s e leCtiOn

B o Dy C o Lo U r r e d natu ral natu ral s i lve r (s) /  natu ral (ss)
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s px FlOW teCH nOlOgy

Hambridge road

newbury, Berkshire, rG14 5tr, united KinGdom

t: +44 (0) 1635 263915

f: +44 (0) 1635 36006

e: airpel@spx.com 

SpX reserves the right to incorporate our latest design and material changes without notice or obligation.

design features, materials of construction and dimensional data, as described in this bulletin, are provided for your information only and should not be relied upon unless 

confirmed in writing. please contact your local sales representative for product availability in your region. for more information visit www.spx.com and www.airpelfilters.com.

the green “>” is a trademark of SpX Corporation, inc..

iSSued 05/2012   a135-en 

CopYriGHt © 2012 SpX Corporation

dual filter 
multibasket oW

150 mm (6”) 

OW d ual 

M u lti Bas Ket 

s i z i ng CHart

1 2 3 4 5 6 7 80.6 0.8 910 20 30 40 50 60 70

100

200

300

400

500
600
700
800

40

50
60

80

900
1000

2000

3000

4000

5000
6000
7000
8000
9000

10000

Pressure Drop KPa          (1 KPa = 0.01 bar)

Fl
ow

 R
at

e 
W

at
er

  L
/m

in

150mm (6")

5
6

5
(6 )6

150mm (6")

150 m
6

15 mm (6 )


